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CHARACTERISTICS 

Item Specifications 

Nominal Voltage  12V 

Nominal Capacity (20Hr)  200Ah 

Reserve Capacity  445 min 

Cold Cranking Amps@0°F (-18°C)  1200A 

Dimension 

Length  527mm  

Width 214mm 

Container Height 222mm 

Total Height (with Terminal) 244mm 

Approximate Weight Approx 55.10kg 

Terminal Shape 1 according to EN standard 

Terminal Layout Layout 4 

Hold-Down B0 

Container & Cover Material Black-ABS Material 

Nominal Operating Temp. Range 25±30C (77±50F) 

Capacity affected by Temperature 

400C (1040F) 105% 

250C (770F) 100% 

00C (320F) 85% 

 

APPLICATIONS GENERAL FEATURES 

DUAL AGM Professional Marine batteries are ideal for high starting and extra reserve power for accessory loads. 

• MARINE and RV • Superior starting and cycling performance 

• Engine start and Deep Cycle • Extra reserve capacity for accessory loads 

 • 3x higher cycle life than conventional starter batteries 

 • 2x faster charge acceptance than conventional starter batteries 

 • Advanced Absorbed Glass Mat (AGM) technology 

 
 

 
 

*Values are subject to variation of +/- 5% in normal manufacturing processes. 
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